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ENTRY POINTS 


FROM | ENTER THIS MAP 

ee wee eee eee ee ee eae fe nee ee ce eee ree se cee cree ee cee ee ce ee ee ee ee ee ee ee ee ee 

MAP | ENTRY PAGE STEP 

NUMBER | POINT NUMBER NUMBER 

wo ee ee ee ee oS See Se ee ee 
EAlO | A 1 003 
EA21 | A 1 003 
001 


DO NOT LOAD THIS MAP. IT NEEDS 
DATA PASSED FROM ANOTHER MAP. 
LOAD MAP EA10. 


CHECK FOR MANUAL LOAD 


WAS THIS MAP LOADED BY ANOTHER 
MAP? 

MDI=STUXX,TEA00,2,FFFF,EQ 

Y N 


002 

LOAD MAP EA10 

DO NOT LOAD THIS MAP. IT NEEDS 
DATA PASSED FROM ANOTHER MAP. 
LOAD MAP EAIO. 

MDI=SFIXT 


| 
003 


CENTRY POINT A) 


CONNECT INTERRUPT POINTER WITH 
DCP 

RESULT=0? 

MDI=STUXX, TEAOF,2,0000,EQ 

Y N 


REVISED 1979 


COPYRIGHT IBM CORP 1976 


16APR82 


EC326765 


MAP EA14-1 


PN6838119 


PEC876895 


MAP EA14~-1 
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| 

| PAGE 2 0F 11 

| 


| 

004 

CONNECT INTERRUPT POINTER ERROR 
GO TO MAP 0070 

MDI=SFIXT 


005 

DEVICE RESET 

RESULT= 4? 
MDI=STUXX,TEA01,2,0000,EQ 
Y N 

| 

006 

DEVICE RESET ERROR, EXCHANGE 
CONTROLLER CARD 

VERIFY THE REPAIR. 
MDI=SFIXT 


| 

007 

PREPARE TO LEVEL O 

RESULT= 0? 
MDI=STUXX,TEA03,2,0000,EQ,PLNG=4, 
PARM=0001 

Y N 

| 

008 

PREPARE LEVEL 0 ERROR, EXCHANGE 
CONTROLLER CARD 

VERIFY THE REPAIR. 

MDI=SFIXT 


| 

009 

CENTRY POINT B) 

DISCONNECT THE INDICATOR’ PANEL 
FROM THE CARD AT THE CARD 
CONNECTOR Je. 


*CE RESPONSE NECESSARY.» 
COMMUNICATIONS INDICATOR PANEL 
DISCONNECTED? 

MDI=SQUES 

Y N 
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MAP EA14-2 
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GQ aww cee coe 


10 


GO TO PAGE 2, STEP 009, 
ENTRY POINT B. 
MDI=$GOTO,TYPE=INTRNL,EP=B 


011 
START CYCLE STEAL STATUS COMMAND 


TEST UNIT EA21 
RESULT=0? 
MDI=STUXX,TEA21,2,0000,EQ 

YN 

| 

| 012 

| EXCHANGE THE CONTROLLER CARD 
| VERIFY THE REPAIR. 

| MDI=SFIXT 

| 

013 

TEST STATUS WORD 2 FOR 00000000 


TEST UNIT EA31 

RESULT= 0? 

MDI=STUXX, TEA31,2,0000,EQ,PLNG=4, 
PARM=0000 

Y N 


014 

EXCHANGE THE CONTROLLER CARD 
VERIFY THE REPAIR. 

MDI=SFIXT 


mr tS 


MAP EA14-3 


PREPARE CHECK INDICATOR PANEL 
SWITCHES 


TEST WORD 2 FOR CORRECT INDICATOR 
PANEL STATUS 


L16APR82 PN6838119 


EC326765 PEC876895 


MAP EA14-3 


mm 
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| 
015 
ON THE INDICATOR PANEL CABLE 
CONNECTOR, CHECK THE RESISTANCE 


OF THE PINS. 


NOTE: 

USE THE 1K OHM SCALE AND PLACE 
THE POSITIVE OHMS LEAD OF THE 
MULTIMETER ON - PIN A03. THE 
RESISTANCE SHOULD BE NEAR- THE 
SAME FOR ALL THE PINS BUT NOT 
OPEN CIRCUIT OR SHORT CIRCUIT 


*CE RESPONSE NECESSARY. 
ALL PINS GOOD? 

MDI=S$QUES 

Y N 


016 

EXCHANGE THE INDICATOR PANEL! 
VERIFY THE REPAIR. 

MDI=SFIXT 


Tr UT 


MAP EA14-4 
Sa Ss oe: Ghana Se sinew a Sa, Wh Sas we nes + 
FROM | TO | LAMP UNDER | 
| | TEST | 
csienaieatae |-----|------------| 
AO3 | Ble2 | 0 | 
AO3 | Bll | 2 | 
AO3 | B10 | 4 
AO3 | BO9 | 6 
A03 | Al2 | 1 | 
AO03 | All | 3 | 
AO3 | A1O | 5 | 
A03 | AOS | 7 | 
Tee ee ee cree nee ee ee eee ee ee + 
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017 

ON THE C*BLE CONNECTOR CHECK FOR 
THE CORRECT RESISTANCE VALUE 
BETWEEN THE PINS, SEE TABLE. 


USE THE 1K OHMS SCALE AND PLACE 
THE NEGATIVE OHMS LEAD OF THE 
MULTIMETER ON PIN AO3. THE 
RESISTANCE SHOULD BE OPEN CIRCUIT 


¥CE RESPONSE NECESSARY. 
ALL THE PINS GOOD? 
MDI=SQUES 

Y N 


| 018 

| EXCHANGE THE INDICATOR PANEL! 

| VERIFY THE REPAIR. 

| MDI=SFIXT 

| 

019 

ON THE CABLE CONNECTOR CHECK’ FOR 
CONTINUITY BETWEEN THE PINS SEE 
TABLE. 


ENSURE ALL THE SWITCHES ARE _ TO 
THE UP POSITION AND PLACE TO THE 
DOWN POSITION ONLY THE SWITCH TO 
BE TESTED. WHEN TESTED RETURN 
THE SWITCH TO THE UP POSITION AND 
CONTINUE TESTING THE OTHER 
SWITCHES. 


X¥CE RESPONSE NECESSARY. 
ALL THE PINS GOOD? 
MDI=SQUES 

Y N 


MAP EA14-5 

Salat ine tetanlaee te tententeerton tenia teatentestetentantatieetenten + 

| FROM | TO | LAMP UNDER | 

| | | TEST | 

|------ |----- [eesS-Seeee | 

| AO3 | Bl2 | 0 | 

| AO3Z | Bll | 2 | 

| AO3 | Bio | 4 | 

| AO3 | BOS | 6 | 

| AO3Z | Al2 | 1 | 

| AOS | All | 3 | 

| AO3 | Alo | 5 | 

| AOS | AOD | 7 | 

» cheesienientoakantentantetententetenteckentenbantenterbantestententententan + 

+ wane emp Wane Gam Gene Gees Wem See tee tame tome Gm tem tees Gem Wemm rty Come Geen tems Wee ems me meme Gem comm Cent Wen OD Ge wee 

| SWITCH [FROM | TO 

[SSS SsSS5S4SSS545e5 + =e =e 

[LINE SELECT 1 | AO3 | AO0G 

|}LINE SELECT 2 | AO3 | BOG 

J|LINE SELECT G | AO3 | AOS 

|DISPLAY7FUNCTION 1 | AO3 | BOS 

|[DISPLAY/FUNCTION 2 | AOQ3 | AO6 

|DISPLAY“FUNCTION @ | A003 | BO6 

IDISPLAY/FUNCTION 8 | AO3 | AO7 

|DISPLAY/FUNCTION 16] AOQ3 | BO7 

-}+ jx em wee wees eee eee eee ee eee wee eee ee tee me eee we ee Ge Se ee tee ee Wee ee eee ee ee ee eee wen 
16APR82 PN6838119 
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G H FPMLC INDICATOR PANEL 
5 
FEAT #209572096 
| 
| PAGE 6 OF 11 
| 


| 

| 

| 

| | 

| 020 
| EXCHANGE THE INDICATOR PANEL 

| VERIFY THE REPAIR. 

| MDI=$FIXT 

| 

021 

ON THE CABLE CONNECTOR CHECK FOR 
AN OPEN CIRCUIT BETWEEN THE PINS 
PER THE TABLE. 


ENSURE ALL THE SWITCHES ARE TO 
THE DOWN rOSiffION AND PLACE TO 
THE UP POSITION ONLY THE SWITCH 
TO BE TESTED. WHEN TESTED RETURN 
THE SWITCH TO THE DOWN POSITION 
AND CONTINUE TESTING THE OTHER 
SWITCHES. 


¥CE RESPONSE NECESSARY. 
ALL THE PINS GOOD? 
MDI=SQUES 

Y N 


022 

EXCHANGE THE INDICATOR PANEL! 
VERIFY THE REPAIR. 

MDI=SFIXT 


qa NJ 


MAP EA14-6 

SP cm ome emp Gee ee Om ee we we ee ose ee ee ee ee ee oe oe ee oe we we oe oe oe om ow oe we ow 
| SWITCH |FROM | TO 

| -- en ree ee |----- |----- 
|LINE SELECT 1 | AO3 | AO0G 
[LINE SELECT 2 | AO3 | BOG 
[LINE SELECT G4 | AO3 | AOS 
IDISPLAY/FUNCTION 1 | AO3 | BOS 
IDISPLAY/FUNCTION 2 | AO3 | AO6 
IDISPLAY/FUNCTION @& | AO3 | BOG 
IDISPLAY/FUNCTION 8 | AO3 | AO7 
IDISPLAY/FUNCTION 16] AO3 | BO7 

De 

16APR82 PN6838119 

EC326765 PEC876895 


MAP EA14-6 
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023 

ON THE CABLE CONNECTOR CHECK’ FOR 
CONTINUITY BETWEEN THE PINS, SEE 
TABLE. 

ENSURE ALL THE SWITCHES ARE _ TO 
THE DOWN POSITION AND PLACE TO 
THE UP POSITION ONLY THE SWITCH 


TO BE TESTED. WHEN TESTED RETURN 


THE SWITCH TO THE DOWN POSITION 
AND CONTINUE TESTING THE OTHER 
SWITCHES. 


xCE RESPONSE NECESSARY. 

ALL THE PINS GOOD? 

MDI=SQUES , 

Y N 

| 

| 024 

| EXCHANGE THE INDICATOR PANEL! 
| VERIFY THE #EPAIR. 

| MDI=$FIXxT 


025 

ON THE CABLE CONNECTOR CHECK FOR 
AN OPEN CIRCUIT BETWEEN THE PINS, 
SEE TABLE. 


ENSURE ALL THE SWITCHES ARE _ TO 
THE UP POSITION AND PLACE TO THE 
DOWN POSITION ONLY THE SWITCH TO 


BE TESTED. WHEN TESTED RETURN 
THE SWITCH TO THE UP POSITION AND 
CONTINUE TESTING THE OTHER 
SWITCHES. 


¥CE RESPONSE NECESSARY. * 
ALL THE PINS GOOD? 
MDI=SQUES 

Y N 


A Oo 


8 
L 


SELECT 
SELECT 
SELECT 
|DISPLAY/FUNCTION 
IDISPLAY/FUNCTION 
|DISPLAY/FUNCTION 
| DISPLAY/FUNCTION 
|DISPLAY/FUNCTION 


SELECT 
SELECT 

|LINE SELECT 

|IDISPLAY/FUNCTION 
IDISPLAY/FUNCTION 
IDISPLAY/FUNCTION 
|IDISPLAY/FUNCTION 
|DISPLAY/FUNCTION 


16APR82 


EC326765 


MAP EA14-7 


FROM {| TO 
sete Sarto aaa ee | ----- 
BO1 | AOG 
BO1l | BOG 
BOi | AOS 
BO1 | BOS 
BO1 | AO6 
BOi | BOé 
BO1l | AO7 
BO1 | BO7 
FROM | TO 
Bees ees eae | ----- 
BO1 | AOG 
BO1 | BOG 
BO1 | AOS 
BO1 [| BOS 
BOi [| AO06 
BOi | BOé 
BO1 | AO7 
BO1 | BO7 
PN6838119 
PEC876895 
MAP EA14-7 
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026 

EXCHANGE THE INDICATOR PANEL. 
VERIFY THE REPAIR. 

MDI=SFIXT 


027 

CENTRY POINT C) : 
RECONNECT THE INDICATOR PANEL TO 
THE CARD AT CONNECTOR J2 


PLACE ALL THE SWITCHES TO THE OFF 
POSITION 


*CE RESPONSE NECESSARY. * 
INDICATOR PANEL RECONNECTED AND 
SWITCHES OFF? 

MDI=SQUES 

Y N 

| 

028 


GO TO STEP O27, 
ENTRY POINT C. 
MDI=S$GOTO,TYPE=INTRNL,EP=C 


| 
029 : 
START CYCLE STEAL STATUS COMMAND 


TEST UNIT EA21 

RESULT=0? 
MDI=STUXX,TEA21,°,0000,EQ 
Y N 


030 

EXCHANGE THE CONTROLLER CARD 
VERIFY THE REPAIR. 

MDI=SFIXT 


MAP EA14-8 


PREPARE CHECK INDICATOR PANEL 
SWITCHES 


L6APR82 PN6838119 


EC326765 PEC876895 
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031 
TEST STATUS WORD 2 FOR 00000000 


TEST UNIT EA31 

RESULT= 0? 
MDI=$TUXX,TEA31,2,0000,EQ,PLNG=4, 
PARM=0000 

Y N 


| 032 

{ EXCHANGE THE COMMUNICATIONS 
| INDICATOR PANEL 

| VERIFY THE REPAIR. 

| MDI=$FIXT 

| 

033 

CENTRY POINT D) 

PLACE ALL THE SWITCHES TO THE ON 
POSITION 


*CE RESPONSE NECESSARY. 
ALL SWITCHES ON? 
MDI=SQUES 

Y N 


034 
GO TO STEP 033, 


ENTRY POINT D. 
MDI=SGOTO,TYPE=INTRNL,EP=D 


| 
035 


START CYCLE STEAL STATUS COMMAND 


TEST UNIT EA21 

RESULT=0? 
MDI=$TUXX,TEA21,2,0000,EQ 
Y N 


Oo - 


1 
0 
p 


MAP EA14-9 


TEST WORD 2 FOR CORRECT INDICATOR 
PANEL STATUS 


PREPARE CHECK INDICATOR PANEL 
SWITCHES 


16APR82 PN6838119 
EC326765 PEC876895 


MAP EA14-9 
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| 

036 

EXCHANGE THE CONTROLLER CARD 
VERIFY THE REPAIR. 

MDI=SFIXT 


037 
TEST STATUS WORD 2 FOR 11111111 


TEST UNIT EA31 
RESULT= 0? 
MDI=STUXX,TEA31,2,0000,EQ,PLNG=4, 
PARM=O00FF 

Y N 

| 

| 038 

| EXCHANGE THE COMMUNICATIONS 
| INDICATOR PANEL 

| VERIFY THE REPAIR. 

| MDI=SFIXT 

| 

039 

CENTRY POINT E) 

PLACE THE SWITCHES TO 10101010. 


¥CE RESPONSE NECESSARY. 
SWITCHES TO 10101010 
MDI=$QUES 

Y N 


040 


GO TO STEP 039, 
ENTRY POINT E. 
MDI=SGOTO,TYPE=INTRNL,EP=E 


MAP EA14-10 


TEST WORD 2 FOR CORRECT INDICATOR 
PANEL STATUS 


16APR82 PN6838119 


EC326765 PEC876895 
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| 
041 
START CYCLE STEAL STATUS COMMAND 


TEST UNIT EA21 

RESULT=0? 

MDI=STUXX, TEA21,2,0000,EQ 

Y N 

| 

| 042 

| EXCHANGE THE CONTROLLER CARD 
| VERIFY THE REPAIR. 

| MDI=SFIXT 

| 

043 

TEST STATUS WORD 2 FOR 10101010 


TEST UNIT EA31 
RESULT= 0? 
MDI=$TUXX,TEA31,2,0000,EQ,PLNG=4, 
PARM=00AA 

N 


Y 

| 

| 044 
| EXCHANGE THE COMMUNICATIONS 
| INDICATOR PANEL 

| VERIFY THE REPAIR. 

| MDI=$FIXT 

045 

NO FAILURE FOUND, SUSPECT RESEAT 
PROBLEM 


MDI=SFIXT 


MAP EA14-11 


PREPARE CHECK INDICATOR PANEL 
SWITCHES 


TEST WORD 2 FOR CORRECT INDICATOR 
PANEL STATUS 


16APR82 PN6838119 


EC326765 PEC876895 


MAP EA14-11 


